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	11F No 100


	Min Chaun Road


	Hsintien, Taipei


	231, Taiwan R.O.C


	


 








Ref: CQ32190/0231/SPC-0/JAG





Date 1st of October 2002








Test data	A sample of the above material has been tested by SATRA according to EN 471:1994 and has been found to comply with the following clauses:-





EN 471:1994	Clause 6.1 Retroreflective performance requirements for new materials (Class 2)


Clause 6.2 Retroreflective performance requirements after test exposure as described in table 8 of EN471: 1994 and below:





Test exposure


	


Exposure�
Test method�
�
Abrasion�
EN 471: 1994 Clause 7.4.1 (EN530 method 2)�
�
Flexing�
EN 471: 1994 Clause 7.4.2 (ISO 7854 method A)�
�
Folding at cold temperature�
EN 471: 1994 Clause 7.4.3 (ISO 4675 at -20°C)�
�
Temperature variation�
EN 471: 1994 Clause 7.4.4�
�
Rainfall�
EN 471: 1994 Clause 7.5 (Annex A)�
�
Washing: Material applied to T/C backing (5 cycles)�
EN 471: 1994 Clause 7.4.5.1 (ISO 6330: 1984 procedure 2A)�
�
Washing: Material applied to knitted polyester backing (25 cycles)�
EN 471: 1994 Clause 7.4.5.1 (ISO 6330: 1984 procedure 2A)�
�
Washing: Material applied to PU coated polyester backing (5 cycles)�
EN 471: 1994 Clause 7.4.5.1 (ISO 6330: 1984 procedure 2A)�
�
Dry cleaning: applied to all materials (5 cycles)�
EN 471: 1994 Clause 7.4.5.2 (ISO 3175-2 method A)�
�









Full testing was carried out under SATRA report reference CQ32190/0231/SPC-0/JAG tested between the 29th of July and the 29th of August 2002.








Expiry date





October 2003�
Tests marked † fall outside the UKAS Accreditation Schedule for SATRA.


All interpretations are outside the scope of UKAS Accreditation and are 


based on SATRA experience.


This report is designed to indicate the performance of the sample tested by SATRA. 


SATRA have not approved the on-going quality control. It is the responsibility of 


purchasers to satisfy themselves that other production batches perform similarly.�



J Glasspool





PPE Technologist�
�
SATRA Quality Assurance Ltd. A subsidiary of SATRA. Registered in England No. 3856296


SATRA House, Rockingham Road, Kettering, Northants, NN16 9JH, England�Telephone: (01536) 410000.  International + 44 1536 410000.  Facsimile: (01536) 410626. e-mail: info@satra.co.uk�
�






Description	Heat applied Retroreflective material for use in high visibility garments and applied to:


	T/C backing material


	Knitted polyester backing


	PU coated polyester backing


	





Product	Heat applied tape
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